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1. General Specifications  

   Operating Temp.        :min.-20℃~max. 70℃ 

     Storage Temp.        :min.-30℃~max. 80℃ 

     Dot Pixels           :160(W) X 128(H)dots 

     Dot Size             :0.54(W) X 0.54(H)mm 

     Dot Pitch            :0.58(W) X 0.58(H)mm 

     Viewing Areas        :101.0(W) X 82.0(H)mm 

     Outline Dimensions   :129.0(W) X 102.0(H) X 19.2MAX.(D)mm 

      Weight               :190g max 

     LCD Type             :STN/YELLOW-GREEN/Transflective 

     PCB YTPE             :a.MS168128B-1 

                           b.YM160128A P-5 

     Viewing Angle        :6:00 

     Control LSI          :T6963C  (Produced TOSHIBA) 

     Data Transfer        :8-bit parallel data transfer 

     Backlight           :LED Backlight/Yellow-green 

     Drawings                :Dimensional Outline YMSP-G160128ADYLL 
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7.Precautions Relating Product Handling 

 

 



北京中显电子有限公司              WWW.ZXLCD.COM      010-82626833，52926620 

————————————————————————————————————————————————————————————————————————————————

 

 

液晶显示模块使用注意事项 

1.请勿随意自行加工、整修、拆卸。 

2.避免对液晶屏表面施加压力。 

3.不要用手随意去摸外引线、电路板上的电路及金属框。 

4.如必须直接接触时，应使人体与模块保持同一电位，或将人体良好接地。 

5.焊接使用的烙铁、操作用的电动改锥等工具必须良好接地，没漏电。 

6.严防各种静电。 

7.模块使用接入电源及断开电源时，必须按图时序进行。即必须在正电源（５±0.25V）

稳定接入后,才能输入信号电平。如在电源稳定接入前，或断开后就输入信号电平，

将会损坏模块中的集成电路，使模块损坏。 

 

 

 

 

 

 

 

8.点阵模块在调节时，应调整 VEE 至最佳对比度、视角时为止。如果 VEE 调整过高,

不仅会影响显示，还会缩短液晶的寿命。 

9.模块表面结雾时，不要通电工作，因为这将引起电极化学反应，产生断线。 

10.模块要存储在暗处（避阳光），温度在-10℃～+35℃，湿度在 RH60%以上的地方。

如能装入聚乙烯口袋（最好有防静电涂层）并将口封住最好。 
 

以上使用说明由北京中显电子有限公司编制，有问题请电话联络，我们将竭诚为您服务，

同时，提供完善的保修服务！因为每种液晶使用的控制器都不一样，控制器的型号基本就决

定了液晶的指令形式和使用方式，所以，在说明书里一般不会详细照搬控制器说明书的每个

细节，只会简要介绍常用指令，如果需要了解详细的指令和具体电气参数，请参照

WWW.ZXLCD.COM 网站里的“技术支持”菜单下，均有对应控制器手册免费下载，直接对应现有

各类液晶使用的各种控制器，使用手册里一般有具体电气参数说明，指令详细介绍，同时辅

以编程实例，以便客户详细参照，同时提高编程及操作技巧。 

服务电话：010-52926620,82626833 

公司地址：北京市中关村大街 32 号蓝天和盛大厦 811 室 


